
Mit dem JBLED A4 bieten wir unser pr•miertes optisches Zoomsystem jetzt auch mit 

60 Luxeon Rebel Hochleistungs-LEDs an. Der JBLED A4 ist f€r den Einsatz in Clubs, auf 

Kleinkunstb€hnen, auf Messen und auf kleineren Live-B€hnen konzipiert.

OPTIK UND LICHTQUELLE
· Optisches Zoomsystem 8!-28! Abstrahlwinkel, motorisch
· Hocheffizientes Linsensystem
· 60 Luxeon Hochleistungs-LEDs

EFFEKTE
· 450! Pan / 330! Tilt Bewegungsbereich
· Additive Farbmischung 8 Bit oder 16 Bit
· Separater CTC-Kanal
· Optimiertes Farbmischverhalten durch extrem enge 

LED-Abst•nde 
· Hochaufl"sender, stufenloser elektr. Dimmer 0-100% 
· Farbtreue Dimmung
· Elektronisches Strobe mit Puls- und Zufallseffekten

ANTRIEB
· Hochaufl"sende 3-Phasen Schrittmotoren
· Pr•zise und schnelle Bewegungen
· Fl€sterleise

ANSTEUERUNG
· DMX-512
· Beleuchtetes Grafik-Display, elektronisch drehbar
· Stand-Alone Modus

STROMAUFNAHME
· Max. 220 VA, 90-240 V, 50-60 Hz

AUFBAU
· Kompaktes Geh•use
· Maûe: 320 x 370 x 200 mm
· Gewicht: 8.8 kg

Lieferbar voraussichtlich ab Juni 2009

jb ��� A4

die neue led kompaktklasse
mit zoom-optik
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JB-lighting presents the new JBLED A4 featuring the PLASA Award for Innovation 

winning optical zoom system and 60 Luxeon Rebel highpower LEDs.

It is the perfect tool for smaller stages, clubs and trade shows. 

OPTICS AND LIGHT SOURCE
· Zoom optics 8!-28! beam angle, motorized
· Highly efficient lens system
· 60 Luxeon high power LEDs

EFFECTS
· 450! Pan / 330! Tilt movement
· Additive colour mixing 8bit or 16bit
· Additional CTC channel
· Optimised colour mixing performance due to LEDs 

packed in higher density 
· High resolution electronic dimmer 0-100%
· True colour dimming
· Elektronic strobe with pulse and random effects

MOVEMENT
· High-resolution three-phase stepper motors
· Precise and fast movements
· extremely quiet, suitable for noise-sensitive applications

CONTROL
· DMX-512
· Illuminated graphics display, electronically revolvable
· On-board programming

POWER CONSUMPTION
· Max. 220VA, 90-240V, 50-60 Hz

CONSTRUCTION
· Compact housing
· Dimensions: 320 x 370 x 200 mm
· Weight: 8.8 kg

Expected to be available in June 2009
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the new compact led class
with optical zoom system
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