P18 MK2 Profile Fixture description

jb-lighting@p18_mk2_profile._ m_a_ml@mode 1.xml
Fixture file for P18 MK2 Profile mode 1 with long blades with preselection of blade mode move/angle,
corresponding channels are updated

jb-lighting@p18_mk?2_profile._ m_a_m2@mode_2.xml
Fixture file for P18 MK2 Profile mode 2 with long blades with preselection of blade mode move/angle,
corresponding channels are updated

jb-lighting@p18_mk2_profile_ ml@mode_1.xml
Fixture file for P18 MK2 Profile mode 1 with long blades with preselection of blade mode raw
(Standard delivery — factory defaults)

jb-lighting@p18_mk2_profile._ m2@mode_2.xml
Fixture file for P18 MK2 Profile mode 2 with long blades with preselection of blade mode raw
(Standard delivery — factory defaults)

jb-lighting@p18_mk2_profile_ s m_a ml@mode 1.xml
Fixture file for P18 MK2 Profile mode 1 with short blades with preselection of blade mode move/angle,
corresponding channels are updated

jb-lighting@p18_mk2_profile_s_ m_a m2@mode_2.xml|
Fixture file for P18 MK2 Profile mode 2 with short blades with preselection of blade mode move/angle,
corresponding channels are updated

jb-lighting@p18_mk2_profile_s_ ml@mode_1.xml
Fixture file for P18 MK2 Profile mode 1 with short blades with preselection of blade mode raw
(Standard delivery — factory defaults)

jb-lighting@p18_mk2_profile_s_m2@mode_2.xml
Fixture file for P18 MK2 Profile mode 2 with short blades with preselection of blade mode raw
(Standard delivery — factory defaults)




